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* FAP ROUTE 653 (ROUTE 18 COUPLE)
*= SECTION (7R, RS-2; (BIR, RS-1

47'- PIPE CULVERT
CLASS D TYPE 1 127
s o s (TEMPORARY)
e s e e——— W/ 2-METAL END

GRAPHIC SCALE SECTIONS 127

500°
INV.=580.50
30’- PIPE CULVERT

CLASS D TYPE 1 127
(TEMPORARY)

+26.6, 27.8’ RT.
+52, 11.0" RT.
+63, 25’ RT.

PLACE TEMP.
INLET TY A W/TBFG
RIM=583.00 _
INV.=581.00 J

TRAFFIC CONTROL FOR THIS STAGE OF CONSTRUCTION ON MAIN ST. _
SHALL BE TRAFFIC CONTROL AND PROTECTION STANDARD

701326. FLAGMEN WILL BE REQUIRED ALONG MAIN ST., WHEN NECESSARY, NOTE: ALL STORM SEWER CONSTRUCTION ON THE ENTIRE PROJECT
AS DETERMINED BY THE ENGINEER. REQUIRING TRAFFIC CONTROL SHALL EMPLOY TRAFFIC CONTROL

- STANDARD 701201. PAYMENT WILL BE INCLUDED UNDER TRAFFIC
TRAFFIC CONTROL ON BRIDGE ST. SHALL USE STANDARD.701601. _ CONTROL AND PROTECTION (SPECIAL) PER LUMP SUM. ONLY
ONE PAYMENT WILL BE MADE FOR ALL STORM SEWER AND OTHER
ITEMS REQUIRING STANDARD 701201 ON THIS PROJECT.

PAYMENT FOR ALL WORK REQUIRED FOR TRAFFIC CONTROL WILL BE MADE
UNDER TRAFFIC CONTROL AND PROTECTION (SPECIAL) PER LUMP SUM.

400’

SEC A-A
STAGE 1 TYPICAL SECTION

DESCRIPTION OF WORK TO BE COMPLETED (STAGE 1)

CONSTRUCT TEMPORARY PAVING RT. STA. 97+35-103+00 &
RT. STA. 110+60-114+00
CONSTRUCT PERMANENT PAVING STA. 103+43-109+41

MATCH LINE A

TRAFFIC CONTROL (STAGE 1)

MAINTAIN TWO SOUTHBOUND LANES ON 1ST. AVE.
MAINTAIN ONE EASTBOUND LANE ON BRIDGE ST.
LEGEND USE SHORT TIME LANE CLOSURES ON MAIN ST. ACCORDING
- TO STANDARD 701201 AND USE STANDARD 701601 FOR

THE BRIDGE ST. LANE CLOSURE
m PERMANENT CONSTRUCTION
L%
(O5050%]  TEMPORARY CONSTRUCTION
RUNARQUND TYPICAL SECTION PPCS
[o) DRUM OR BARRICADE W/LIGHT
L5% & VARIES
{ ~ — TRAFFIC FLOW ARROW
VA

ZS 174 ” BITUMINOUS CONCRETE BINDER COURSE
SUPERPAVE, IL-19.0, N70

AGGREGATE. BASE. COURSE., TYPE A 4“
EXISTING PAVEMENT

STAGE 1 TRAFFIC CONTROL PLAN — WEST ALIGNMENT




